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IBS-DBS Dual Battery System

New Technology now available:

Current hardware features:

Market release, availability

The car market is drastically changing due to new exhaust
regulations. Some car manufacturers changed the charge
behavour of the alternators (called smart alternators).
This new IBS-DBSl with Software 8.1 is replacing current
model Software 8.0 ( we call it the classic version). The
new model either works as classic version or can now be
combined with our new InCarCharger DBM20A and/or Li-
type Aux battery (4 cells).

- Dual supply hardware for improved functionality
- E24 automotive approved (ECE 10R-05)
- Alternator over charge alarm
- Trailer battery recognition and single battery mode
- auto link at 13.1V optimized for smart alternator

Models available
- IBS-DBS/12V-EM, Dual Battery System 12V E24
- IBS-DBS/24V-EM,  Dual Battery System 24V E24
- IBS-SBS/12V-EM, Single Battery Monitor 12V E24
- IBS-DBD-EM, Dual Monitor for 24V=>12V DBM20A E24

- yes, September 2016

New new software features:
The IBS-DBS is delivered in standard classic configuration,
and can be internally configurated with DIP Switches
settings for the new applications.
- Classic configuration with IBS 200A relay (default)
- IBS-DBS in combination with DBM20A
- IBS-DBS in combination with Li-type Aux battery
- IBS-DBS in Combination with DBM20A and Li-Aux

IBS-DBS-EM_UD8.cdr
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IBS-DBS/12V-EM
with IBS 200A Relay
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