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Energy Monitor via Bluetooth

Der Votronic Energy Monitor besteht aus einem speziellen Kommunikations-
modul (Bluetooth Connector S-BC), das in Verbindung mit einem Votronic Solar- PRODU KT'MERKMALE
Laderegler (ab 2013) mit LCD-Solar Computer S und/oder dem LCD-Batterie

Computer S bzw. VPC Jupiter mit Smart Shunt die Werte, die am entsprechen-
den Display angezeigt werden zusétzlich an ein mobiles Endgerét per Bluetooth » Kompatibel zu LCD-Batterie
Ubermittelt. Die erforderliche App fur Android oder iOS steht kostenlos im Computer S und VPC Jupiter

Google Play Store bzw. iOS App Store zur Verfligung.
« Kompatibel zu Votronic Solar-Lade-

Der Anschluss des Bluetooth Connector S-BC ist denkbar einfach. Er wird ein- regler (SR und MPP) ab 2013 mit
fach mittels der im Lieferumfang enthaltenen Modularkabel zwischen den LCD-Solar Computer S

Votronic Solar-Laderegler und den LCD-Solar Computer S oder zwischen den

Smart- Shunt und den LCD-Batterie Computer S bzw. VPC Jupiter gesteckt. Das » Solar-und Batterie-Informationen

Uber ein gemeinsames Kommuni-

Gerat verfuigt dabei Gber jeweils 2 Ein- und Ausgénge, so dass an ein Kommuni- -
kationsmodul (Dual-Mode)

kationsmodul je 1 Solarregler mit LCD-Solar Computer und 1 Smart-Shunt mit
LCD-Batterie Computer bzw. VPC Jupiter gemeinsam angeschlossen werden

KSnnen. . Einfache Installation (Plug & Play)

, o ) i o - Jederzeit nachristbar
Auf diese Weise konnen die gesamten Informationen der Bordbatterie, wie Span-

nung, Lade- bzw. Entladestrdme und die Restkapazitdt, als auch alle Daten der . Kompakte Bauform und minimaler
Solar-Anlage komfortabel iber das Handy oder Tablet abgelesen werden. Zu- Stromverbrauch

sédtzlich werden die wichtigsten Daten protokolliert, graphisch aufbereitet und

sind fiir einen langeren Zeitraum gespeichert. Selbst die Ausgabe als CSV-Datei « Verbindung via Bluetooth 4.0

fir eigene Analysezwecke ist moglich. Natrlich kann der Bluetooth Connector (2,4 GH2)

S-BC auch jederzeit nachtrdglich installiert werden.
 Reichweite bis 50 m im Freien

o GETITON ) ) « Kostenlose App (Android und iOS)
»> GDDQ'E P|a.}, fiir Android ab 5.0

« Ausgabe als CSV-Datei fur eigene
#  Download on the im Apple App Store ab iOS 10 Analysezwecke

LY JORIGIC  iPhone (ab 5) oder iPad (ab 3. Generation)

www.votronic.de



VOTRONIC Energy Monitor 69
LCD-Solar- LCD-Batterie-
Computer S Computer S

Bluetooth
Connector S-BC
Votronic Solar-Regler Smart-Shunt
(SR- oder MPP-Baureihe) (in Lieferumfang Batterie-Computer S)
Energy Monitor App
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Darstellung o Darstellung
Solar-Werte " Batterie-Werte
14,2V NEA
2T5W Aktiv B4% 14,2V
367 Ah 129V

1,310 kiWh 92 Ah
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Mess- und Anzeigegerate

Energy Monitor

Geratetyp
Art.-Nr.
MaRe (BXTxH)

Gewicht

Priifzeichen: CE

Bluetooth Connector S-BC
1430
75x47x24 mm
379

Lieferumfang: Anleitung, 2x Steuerleitung 6-polig 1 m lang
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Energy Monitor via Bluetooth

The Votronic Energy Monitor is a special communication module (Bluetooth
connector S-BC). Combined with a Votronic Solar Charging Converter (from PRODUCT FEATURES
2013) with LCD Solar Computer S and/or the LCD Battery Computer S or VPC

Jupiter with Smart Shunt, the values, which are indicated on a corresponding
display, are communicated to a mobile terminal device via Bluetooth. The requi- + Compatible with LCD Battery
red app for Android or iOS can be downloaded free of charge from Google Play Computer S and VPC Jupiter

Store or I0S App Store. ) ) )
«  Compatible with Votronic Solar

Charging Controller (SR and MPP)

Connection of the Bluetooth Connector S-BC is simple as can be. Connect the )
from 2013 with LCD Solar Computer S

delivered modular cable to the Votronic Solar Charging Controller and the LCD
Solar Computer S or to the Smart Shunt and the LCD Battery Computer S or
the VPC Jupiter. The unit is equipped with 2 inputs and 2 outputs allowing the
connection of 1 solar controller with LCD Solar Computer and 1 Smart Shunt
with LCD Battery Computer or VPC Jupiter at a time.

« Solar and battery information
via a common communication
module (dual mode)

- Easy installation (plug & play)
In this way, all information of the board battery, such as voltage, charging cur-

rent, discharging current, the residual capacity and all data of the solar system . Retrofittable at any time

can be read conveniently via mobile phone or tablet. In addition, the most im-

portant data are recorded and graphically represented, and they are stored for « Compact design and minimum
a longer period. Also, an export as CSV file for purposes of analysis is possible. current consumption

Later installation of the Bluetooth Connector S-BC is possible at any time.
« Connection via Bluetooth 4.0
(2.4 GHz)

+ Open-airrange up to 50 m

L GETITON . - Free App (Android and iOS)
» GDDQ'E P|a.}, for Android ab 5.0

. Export as CSV file for purposes
#  [Download on the in Apple App Store from iOS 10, Of ana|ySiS
A PP Store iPhone (from 5) or iPad (from 3rd generation)

www.votronic.de
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LCD Solar LCD Battery
Computer S Computer S

Bluetooth
Connector S-BC
Votronic Solar-Charger Smart-Shunt
(SR- or MPP-Series) (in Delivery Scope Battery Computer S)
Energy Monitor App
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Indication o Indication
of solar values " of battery values
42V 11.8A
275 W Aktiv 84 % 14,2V
367 Ah 129V

1,310 kiWh 92 Ah
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Measuring Devices and Displays

Energy Monitor

Unit Type
Order No.
Dimensions (WxDxH)

Weight

Mark of Conformity: CE

Delivery Scope: manual, 2x control Cable 6-pin 1 m

Bluetooth Connector S-BC
1430
75x47x24 mm
379




